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40 CFR Ch. I (7–1–12 Edition) Pt. 72, App. B 

TABLE A–1—SO2EMISSION AVERAGING PERIODS 
AND ANNUALIZATION FACTORS 

Definition 

Annualization factor 

Scrubbed 
Unscrubbed 

Unit Unit 

Oil/gas unit ........................................ 1.00 1.00 
<=1 day ............................................. 0.93 0.89 
1 week ............................................... 0.97 0.92 
30 days .............................................. 1.00 0.96 
90 days .............................................. 1.00 1.00 
1 year ................................................ 1.00 1.00 
Not specified ...................................... 0.93 0.89 
At all times ......................................... 0.93 0.89 
Coal unit: No Federal limit or limit 

unknown ......................................... 1.00 1.00 

APPENDIX B TO PART 72—METHODOLOGY 
FOR CONVERSION OF EMISSIONS LIMITS 

For the purposes of the Acid Rain Pro-
gram, all emissions limits must be expressed 

in pounds of SO2 per million British Thermal 
Unit of heat input (lb/mmBtu). 

The factor for converting pounds of sulfur 
to pounds of SO2 is based on the molecular 
weights of sulfur (32) and SO2 (64). Limits ex-
pressed as percentage of sulfur or parts per 
million (ppm) depend on the energy content 
of the fuel and thus may vary, depending on 
several factors such as fuel heat content and 
atmospheric conditions. Generic conversions 
for these limits are based on the assumed av-
erage energy contents listed in table A–2. In 
addition, limits in ppm vary with boiler op-
eration (e.g., load and excess air); generic 
conversions for these limits assume, conserv-
atively, very low excess air. The remaining 
factors are based on site-specific heat rates 
and capacities to develop conversions for Btu 
per hour. Standard conversion factors for re-
sidual oil are 42 gal/bbl and 7.88 lbs/gal. 

TABLE B–1—CONVERSION FACTORS 
[Emission limits converted to lbs SO2/MMBtu by multiplying as below] 

Unit measurement 

Plant fuel type 

Bituminous 
coal 

Subbitu-
minous coal 

Lignite 
coal Oil 

Lbs sulfur/ MMBtu .......................................................................................... 2.0 2.0 2.0 2.0 
% sulfur in fuel ............................................................................................... 1.66 2.22 2.86 1.07 
Ppm SO2 ........................................................................................................ 0.00287 0.00384 ............ 0.00167 
Ppm sulfur in fuel ........................................................................................... .................... .................... ............ 0.00334 
Tons SO2/hour ............................................................................................... 2,000,000/(HEATRATE*SUMNDCAP*capacity 

factor) 1 
Lbs SO2/hour ................................................................................................. 1,000/(HEATRATE*SUMNDCAP*capacity factor) 1 

1 In these cases, if the limit was specified as the ‘‘site’’ limit, the summer net dependable capability for the entire plant is used; 
otherwise, the summer net dependable capability for the unit is used. For units listed in the NADB, ‘‘HEATRATE’’ shall be that 
listed in the NADB under that field and ‘‘SUMNDCAP’’ shall be that listed in the NADB under that field. For units not listed in the 
NADB, ‘‘HEATRATE’’ is the generator net full load heat rate reported on Form EIA–860 and ‘‘SUMNDCAP’’ is the summer net 
dependable capability of the generator (in MWe) as reported on Form EIA–860. 

TABLE B–2—ASSUMED AVERAGE ENERGY 
CONTENTS 

Fuel type Average heat content 

Bituminous Coal .............................. 24 MMBtu/ton. 
Subbituminous Coal ........................ 18 MMBtu/ton. 
Lignite Coal ..................................... 14 MMBtu/ton. 
Residual Oil ..................................... 6.2 MMBtu/bbl. 

APPENDIX C TO PART 72—ACTUAL 1985 
YEARLY SO2 EMISSIONS CALCULATION 

The equation used to calculate the yearly 
SO2 emissions (SO2) is as follows: 

SO2 = (coal SO2 emissions) + (oil SO2 emis-
sions) (in tons) 

If gas is the only fuel, gas emissions are de-
faulted to 0. 

Each fuel type SO2 emissions is calculated 
on a yearly basis, using the equation: 

fuel SO2 emissions (in tons) = (yrly wtd. av. 
fuel sulfur %) × (AP–42 fact.) × (1¥scrb. 

effic. %/100) × (units conver. fact.) × (yearly 
fuel burned) 

For coal, the yearly fuel burned is in tons/ 
yr and the AP–42 factor (which accounts for 
the ash retention of sulfur in coal), in lbs 
SO2 ton coal, is by coal type: 

Coal type AP–42 factor 

Bituminous, anthracite .............................. 39 lbs/ton 
Subbituminous .......................................... 35 
Lignite ....................................................... 30 

For oil, the yearly fuel burned is in gal/yr. 
If it is in bbl/yr, convert using 42 gal/bbl oil. 
The AP–42 factor (which accounts for the oil 
density), in lbs SO2/thousand gal oil, is by oil 
type: 

Oil type AP–42 factor 

Distillate (light) ........................... 142 lbs/1,000 gal 
Residual (heavy) ....................... 157 

VerDate Mar<15>2010 09:04 Sep 11, 2012 Jkt 226162 PO 00000 Frm 00100 Fmt 8010 Sfmt 8002 Y:\SGML\226162.XXX 226162w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



91 

Environmental Protection Agency Pt. 73 

For all fuel, the units conversion factor is 
1 ton/2000 lbs. 

APPENDIX D TO PART 72—CALCULATION 
OF POTENTIAL ELECTRIC OUTPUT CA-
PACITY 

The potential electrical output capacity is 
calculated from the maximum design heat 
input from the boiler by the following equa-
tion: 

max.  design heat input

3

 kw-hr

 Btu

 MWe

1000 Kw
× × × ×1

3413

1

For example: 
(1) Assume a boiler with a maximum de-

sign heat input capacity of 340 million Btu/ 
hr. 

(2) One-third of the maximum design heat 
input capacity is 113.3 mmBtu/hr. The one- 
third factor relates to the thermodynamic 
efficiency of the boiler. 

(3) To express this in MWe, the standards 
conversion of 3413 Btu to 1 kw-hr is used: 
113.3×106 Btu/hr×1 kw-hr / 3413 Btu×1 MWe / 
1000 kw=33.2 MWe 

[58 FR 15649, Mar. 23, 1993] 

PART 73—SULFUR DIOXIDE 
ALLOWANCE SYSTEM 

Subpart A—Background and Summary 

Sec. 
73.1 Purpose and scope. 
73.2 Applicability. 
73.3 General. 

Subpart B—Allowance Allocations 

73.10 Initial allocations for phase I and 
phase II. 

73.11 [Reserved] 
73.12 Rounding procedures. 
73.13 Procedures for submittals. 
73.14–73.17 [Reserved] 
73.18 Submittal procedures for units com-

mencing commercial operation during 
the period from January 1, 1993, through 
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73.19 Certain units with declining SO2 rates. 
73.20 Phase II early reduction credits. 
73.21 Phase II repowering allowances. 
73.22–73.24 [Reserved] 
73.25 Phase I extension reserve. 
73.26 Conservation and renewable energy re-

serve. 
73.27 Special allowance reserve. 

Subpart C—Allowance Tracking System 

73.30 Allowance tracking system accounts. 
73.31 Establishment of accounts. 
73.32 [Reserved] 

73.33 Authorized account representative. 
73.34 Recordation in accounts. 
73.35 Compliance. 
73.36 Banking. 
73.37 Account error. 
73.38 Closing of accounts. 

Subpart D—Allowance Transfers 

73.50 Scope and submission of transfers. 
73.51 [Reserved] 
73.52 EPA recordation. 
73.53 Notification. 

Subpart E—Auctions, Direct Sales, and 
Independent Power Producers Written 
Guarantee 

73.70 Auctions. 
73.71 Bidding. 
73.72 Direct sales. 
73.73 Delegation of auctions and sales and 

termination of auctions and sales. 

Subpart F—Energy Conservation and 
Renewable Energy Reserve 

73.80 Operation of allowance reserve pro-
gram for conservation and renewable en-
ergy. 

73.81 Qualified conservation measures and 
renewable energy generation. 

73.82 Application for allowances from re-
serve program. 

73.83 Secretary of Energy’s action on net in-
come neutrality applications. 

73.84 Administrator’s action on applica-
tions. 

73.85 Administrator review of the reserve 
program. 

73.86 State regulatory autonomy. 
APPENDIX A TO SUBPART F—LIST OF QUALI-

FIED ENERGY CONSERVATION MEASURES, 
QUALIFIED RENEWABLE GENERATION, AND 
MEASURES APPLICABLE FOR REDUCED UTI-
LIZATION 

Subpart G—Small Diesel Refineries 

73.90 Allowance allocations for small diesel 
refineries. 
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